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Simbol Test Systems is the one-stop shop for all your fiber optic test equipment and measurement 
needs. As we are focused on e-commerce and international distribution of photonic products 
exclusively since 2000, our customers rely on our AssetRelay catalog to find stock listings of 
thousands of used and refurbished popular test equipment and they know they can get repair, 
customization and calibration services from our laboratory for their own fiber optic instruments 
from all renowned brand manufacturers.  
 
If you wish to buy or sell an AQ6370C, visit our catalog here to see our current stock with actual 
photos; our calibrated units! 
 

Yokogawa AQ6370C Optical Spectrum Analyzer (OSA) 
Calibration and Repair Services 

 
With more than 20 years of expertise in repair of OSA, Tunable Lasers, Wavemeters and more, 
the quality of our services is renowned amongst the service centers community and highly 
appreciated by our partners and customers. We developed custom software allowing us to 
perform automatic calibration tests and write up to date results in the TLS calibration tables. Don’t 
settle for a two-page summary assessment to trust that your TLS is operating on the full range; 
our report contains the complete table of results, confirming it has really been tested.       
 

Yokogawa AQ6370C Optical Spectrum Analyzer (OSA) Repair and Calibration Services 

 
The AQ6370C OSA goes through a calibration process to ensure it meets or exceeds 
manufacturers’ published specifications. The equipment is shipped with a comprehensive 9-page 
calibration report including before-and-after data, a calibration sticker and its own dated calibration 
certificate. 
 
Simbol Test Systems is the only North America independent lab with the capability to calibrate 
your Optical Spectrum Analyzer (OSA) with a complete process as ours. If your unit does not pass 
calibration, we will quote a complete repair and get your OSA back to perfect working condition. 
 
List of specifications calibrated 
 
- Optical Alignment 

- Wavelength Calibration with Internal Cell 

- Wavelength Accuracy calibration with 

external source 

- Wavelength Resolution Accuracy 

- Wavelength Reproducibility 

- Dynamic Range 

- Level Accuracy 

- Level Flatness 

- Level Response 

- Waveform Symmetry, Flatness and Ripple 

- Stability

 
 
Traceability: Instrumentation used during this calibration is traceable to N.I.S.T (National Institute 
of Standards and Technology) or C.N.R.C. (Canadian National Research Council. 
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